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Annealed Copper Wire (Single Wire)

SPECIFICATION ASTM B3-13 ACTUAL RESULT
Composition Cu+Ag > 9990 % 99,99
e i::i:: :: i :‘).ouzs n:Am 4 3.0
Elongation in 254 mm z 30 Y% 37
Electrical Resistivity at 20°C  <0-15328 Digim’ 0.15184
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Test Report REP-QC-03

Version No. 3

Copper World Co

O by (L) &8 0 to0ddS Cawlgs yo

Annealed Copper Wire (Single Wire)

SPECIFICATION ASTM B3-13 ACTUAL RESULT
Composition Cu+Ag = 9990 % 99,99 |
e ?':z:: ::' A% ::mozs n::/:n ; 2.6
Elongation in 254 mm =30 Yo 37
Electrical Resistivity at 20°'C  <0.15328 Qgim’ 0.15184
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Test Report

REP-QC-09
Version No. 3
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AnnéaledCopper Wire (Single Wire)

SPECIFICATION

Composition

>0.254 mm
<0254 mm

Diameter

Flongation in 254 mm

Electrical Resistivity at 20°C

Serial No.

ASTM B3-13 ACTUAL RESULT
Cu+Ag > 9990 % 99.99
l 8 +1 Yo
! 40.0025 mm 1.8
25 % 32
<0.15328 Qg/m? 0.15156
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